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Emergency standards 
 

Per: Division of the State Architect 

 Designated Aisle Seats - Section 1104B.3.9   
 In addition to the wheelchair spaces required, 5 % of all aisle seats,  but not less than one, shall be 

designated aisle seats with no armrest on the aisle side 

 Accessible Water Closets - Section 1115B.4.1 
 The center line dimension to water closet from a side wall partition shall be min 16 inches and maximum 18 

inches. The center line of the accessible water closet located in ambulatory accessible compartments shall 
be 17 min and 19 inches max 

 Maneuvering Space at Accessible Water Closets - Section 1115B.4.1(2) 
 No encroachment is permitted into the required clear space 

 Toilet Tissue Dispenser - Section 1115B.8.4 
 Toilet Tissue Dispenser shall be at a partition closest to the water closet 
 Toilet Tissue Dispenser shall be min. 7 inches and max. 9 inches in front of water closet 
 Dispenser outlet shall be at 19 inches high 

 Accessible Drinking Fountains - Section 1117B.1     

 Spout shall be max 36 inches above finished floor and min 15 inches from vertical support 

 Spout shall provide flow of water at least 4 inches high and shall be located 5 inches max from front of unit  

 Where spouts are located less than 3 inches of unit, the water stream shall be 30 degrees max 

 Where spout is 3 inches to 5 inches from front, the water stream shall be 15 degrees max 

 Raised Characters and Pictorial Symbol Signs - Section 1117B.5.5 
Proportions:   
 Raised characters shall be selected from fonts  where the width of Uppercase Letter “O” is 60% min 
 Raised characters shall be max 110 %  of the height of the uppercase letter ”I” 
 Stroke thickness of the uppercase letter “I” shall be 15 % maximum of the height of the character 

 Mounting Locations and Height of Signs - Section 1117B.5.7   

 Signs with raised characters shall be 48 inches min above finished floor and  

 Shall be max 60 inches above floor or ground surface to height of baseline of raised character 

 Accessibility of Existing Buildings - Section 1134B.2.1   

 If an element listed in Section 1134B.2.1 Exception 5.1 thru 5.5 has been constructed or altered in 
accordance with the accessibility requirements in either 2007 or 2010 CBC, retrofit of that element to 
reflect the incremental changes in the August 1, 2012. Emergency supplement to the 2010 CBC shall not be 
required 

 Refer to list of items 5.1 thru 5.5 
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